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COMPLIANCE STATEMENT 

 Standard for Safety for Refrigerant-Containing Components and Accessories, 

Nonelectrical. UL 207 Ninth Edition Dated August 26, 2022 

Cerro Flow Products LLC confirms our tubing intended for use in Air Conditioning and Refrigeration applications is 

constructed, tested and found in compliance with the requirements of: 

• UL 207 Standard for Safety for Refrigerant-Containing Components and Accessories, Nonelectrical. UL 207 

Ninth Edition Dated August 26, 2022 

• UL 1963 Refrigerant Recovery/Recycling Equipment 

• ASTM B280 Std Specification for Seamless Copper Tube for Air Conditioning & Refrigeration Field Service 

• ASTM B1003 Standard Specification for Seamless Copper Tube for Linesets 

• ASTM B88 Standard Specification for Seamless Copper Water Tube 

Cerro Flow Products is authorized to mark by Underwriters Laboratories LLC.    

UL testing and certification validates performance of Cerro Tube for ACR not intended to exceed operating 

pressures of 700psig (4.83 MPa) at 250°F (121°C).  Testing was performed to three times maximum design 

operating pressure. Testing included a Strength Test, Fatigue Test, Refrigeration Line Set Pull Test, and 

Refrigeration Line Set Vibration Test. 
 

UL 207 covers tubing intended for field installation in accordance with the Safety Code for Mechanical 

Refrigeration, ASHRAE 15, in refrigeration systems, air conditioning equipment, or both, charged with refrigerants.  
 

UL 207 compliance includes Cerro Product Line / Type / Diameters indicated below: 

• Refrigeration Service Coils REF / ASTM B280 / 1/8” to 1-1/8” 

• Linesets and Mini-Splits / ASTM B1003 / ¼” to 1-1/8” 

• Type L used as ACR / ASTM B88 Hard / 3/8” to 1-3/8” 

• Type K used as ACR / ASTM B88 Hard / 3/8” to 2-1/2” 
 

The UL 207 Certification includes nontoxic, non-flammable or flammable refrigerant group with classifications: A1, 

A2L, A2 or A3 as described by the Standard for Designation and Safety Classification of Refrigerants, ANSI/ASHRAE 

34.  UL 207 does not list all acceptable refrigerants with design operating pressures below 700 psig .   
 

Please note: Cerro’s ASTM B1003, B280 & B88 tube is made with copper alloy CU12200.   

• CU 12200 is not approved for Carbon Dioxide R744 refrigerants at high psi trans-critical pressures.  

• UL states that “Copper materials shall not be used (…) to handle ammonia as a refrigerant”.   

• 454B is the next-generation refrigerant replacing R-22 and R-410A in HVAC systems. R-454B (GWP 675) 

has 66% lower global warming potential compared to R-410A (GWP 2,088). Cerro’s UL 207 Certified Tube 

is appropriate for R-454B and other new refrigerant blends that operate at less than 700 psig at 250°F 
 

Consult your local AHJ to determine what refrigerants and systems meet local building codes. 


