
Built For Installers Who Need Less Scrap, 
Lower Costs, And Better Bids
CopperBOSS™ is designed to help water service line 
installers reduce scrap and get more usable copper from 
every coil. With long-length Type K copper coils and a 
jobsite-ready dispensing system, CopperBOSS™ gives 
crews cut-to-length flexibility while supporting the ASTM 
standards required for copper water service line work.

Long-Length Coils for Cut-to-Length Efficiency
CopperBOSS™ coils are designed to help installers pull closer to the length needed for each water 
service line installation.

Target Coil Lengths:
Actual length of each coil will vary. Coils are sold by the foot unit of measure.

PRODUCT DATA

Nominal Size Target Length

3/4”

Ref. Standard

ASTM B88 850 ft.

1” 600 ft.

1-1/4”

ASTM B88

ASTM B88

Wall Thickness

Type K Thick Wall

Type K Thick Wall

Type K Thick Wall 350 ft.

Temper

Grain size 40 to 60 Soft Annealed

Grain size 40 to 60 Soft Annealed

Grain size 40 to 60 Soft Annealed

Packaging and Handling
CopperBOSS™ coils are produced in bulk with packaging limited to banding.

Coil Dimensions:
30” ID x 10.5” width to fit on CopperBOSS™ machine reels.

Lifting / Handling:
One sling is provided and shipped with each coil for lifting and handling.
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PHONE: 888-237-7611

EMAIL: sales@cerroflow.com

ADDRESS: P.O. Box 66800  St. Louis, MO 63166

WEBSITE: cerro.com/copperboss

Labeling and Marks
Coil Labeling:
Each coil is shipped with a label indicating:
    • ASTM Type K
    • Actual length of coil

Tube Marking:
Incise mark on tube indicating NSF 61-G certified for Clean 
Drinking Water Applications.

Shipping Configuration
CopperBOSS™ coils are shipped with 4 coils stacked and 
stretch wrapped on one 50” x 50” pallet.

Single coils are sold as a special order on an individual 
pallet. A special handling charge may apply.

CopperBOSSTM Machine Specifications
The CopperBOSS™ machine is designed to support the long-length coil dispensing system and help 
installers manage heavy copper coils on the jobsite.

Call or Email for Pricing!

BABAA Compliant

Machine Base Overall Height Machine Weight

48”x40” 62” Approx. 620 lbs without coils

Item Numbers

Product Item Number

3/4” CopperBOSSTM Coil T0750KBC999CA

1” CopperBOSSTM Coil T1000KBC999CA

1-1/4” CopperBOSSTM Coil T1250KBC999CA
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