
WHAT IS IT?

The BOSS Coil is a device developed for Lead Line Replacement installations allowing contractors to cut to 
length pieces of ASTM B88 TYPE K NSF 61-G copper tube, significantly reducing scrap AND eliminating waste 
packaging. The device can be pickup truck mounted.

WHERE IS IT MADE?

Both the payoff device and the copper are made in the greater St Louis USA metro area, so the copper is 
BABAA compliant.

HOW DOES IT WORK?

Contractors can mount 2 coils of any combination of ¾”, 1” and 1-1/4” Type K copper and a single person can 
de-reel the exact amount of copper required for each installation using the footage counter.

WHAT IS THE WEIGHT OF THE SYSTEM? 

The device weighs about 640 lbs and coils weigh up to 500lbs ea.  Because the device can hold 2 coils of cop-
per, the total weight of the system fully loaded is less than 1700lb.
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WHAT ARE THE DIMENSIONS OF THE DEVICE?

48” W x 40” L x 62” H
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WHAT ARE THE DIMENSIONS OF THE DEVICE?

48” W x 40” L x 62” H

HOW IS IT MOUNTED?

Strapped down from the vehicle or trailer to four D-Ring points on the device.

WHAT ARE THE APPROXIMATE LENGTHS OF COPPER COIL?

 ¾”: 850’,  1”: 600’, 1-1/4” 350’. 

HOW IS THE COPPER KEPT CLEAN DURING TRANSPORTATION?

Device comes with a custom fit cover which also helps as a theft deterrent.

WHAT ADDITIONAL FEATURES DOES IT HAVE?

An optional asset tracking device will be available.

HAS IT BEEN IN A REAL-WORLD TRIAL?

Devices have successfully completed several field trials in multiple states.

WHAT ARE THE CONTRACTORS FROM THE TRIALS SAYING ABOUT IT?

On average they have experienced scrap savings of up to 30% and it helped complete installations on time.

WHAT IS THE EXPECTED LIFE USAGE OF THE MACHINE?

With appropriate operation and servicing the machine has an expected life span of 10 years.

WHAT ARE THE WEAR ITEMS? 

The body of the machine is powder coated steel with a stainless steel axle..  There are bearings with grease 
ports that need to be maintained.  Replacement bearings are commercially available.

WHERE CAN I FIND MORE INFORMATION? 

www.cerro.com/copperboss or by email/phone: sales@cerroflow.com / 888-237-7611
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